DETAIL#: . :
0700/0750-1102-WF Tile Assembly, Exte rior Roof or Deck Floors
AVM Systems over Wood Frame, Single Membrane /T
\7/23/;?3 over Mortar-Bed, for Thin-Set,
Cut Sheet AVM SyStemS 700/750
Vertical Trim (optional) o
Tile, stone, etc. é
AVM Thin Set 770 or 780
Protective coating (optional) Weep screed
_— L metal Membrane AVM System 700 or 750
Weep Screed Mortar bed (AVM Crete 6400 or 6460) 2
/ Metal lath = L metal
Gap
Plywood T&G subfloor
Sawn lumber, truss or |-joist
VAV / /7 [/ /11 [] Edge Metal
J Metal
Stucco/Siding
etc.
Metal lath
Other Terminations
See AVM Detail #
0700/0750-1104-WF
Notes:
1. See AVM tile detail notes sheet for notes 2, 4, 5, 6, 8, 9, 12.
2. Wall termination shown with L-Metal + Screed.
3. AVM recommends using thin-set that meets ANSI A118.4 specifications, such as AVM Thin-Set 770. For best results, use AVM thin-set 780.
4. If back side of tiled wall is exposed to the weather, it must be waterproofed.
5. Must use min 5/8" exterior grade plywood. All plywood joints must be fully blocked.
6. Alternatively, The L-Metal may be installed directly onto the plywood before installing the metal lath and mortar bed.
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