DETAIL #:

AYM-550-1531B Detensioned Tie-Back Box-out A VM
Aussie Skin 550 Dual System (Hydrostatic) M A

INDUSTRIES INC

CONCRETE WALL

SOIL RETENTION SYSTEM \
DRAINBOARD 6000 \
AUSSIE SKIN 550 \

AVM AUSSIE MEMBRANE

500/502AT 60 MILS DRY \
AVM GPL-16 LINER \
AUSSIE SKIN DOUBLE

SIDED TAPE \

SMOOTH EDGES AS NEEDED ——_|
WITH AUSSIE SEAL M

AUSSIE SWELL WATERSTOP
AROUND PERIMETER OF
BOX-OUT

FILL ANY GAPS WITH TWO-PART
EXPANDING FOAM AS NEEDED

AUSSIE SKIN 550 PATCH

BOX-OUT SIZE WILL DEPEND ON
FIELD CONDITIONS

NV N

TIEBACK

NOTES:

1. Aussie Skin 550 is a Heavy, Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membrane with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shot-Crete.

2. Contact AVM if no drain board or protection board is specified.

3. Allnails, screws etc used to hang the Aussie Skin above the water table must be non-rusting and sealed with AVM approved Sealant.
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