DETAIL #:

AVM-0550G_0560G-2540 Aussie Skin Over Grade-Beam - Hydrostatic A, AVM
AVM System 550G/560G M

INDUSTRIES INC

COLUMN
AUSSIE MEMBRANE 520 AT 90 MILS -
SEE EXPANDED DETAIL BELOW IF
SILICA SAND IS REQUIRED
CONCRETE SLAB
AUSSIE SKIN 550G/560G
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GRADE BEAM

FASTEN AUSSIE SKIN AS
NEEDED TO ENSURE FULL
CONTACT WITH SEALANT
AND CONCRETE

AUSSIE SEAL M - 2" ON AUSSIE
520 AND 2" ON AUSSIE SKIN

AUSSIE 520 TOPCOAT AT
30 MILS WITH SILICA SAND

AUSSIE SKIN 550G/560G
WET SET INTO 1" BEAD
OF AUSSIE SEAL M

MUD SLAB OR
COMPACTED EARTH

AUSSIE 520 BASE
COAT AT 60 MILS

GRADE BEAM

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.

2. Concrete must cure min 7 days prior to Aussie 520 installation.

3. Aussie Membrane 520 must cure 24 hours prior to concrete placement.

AVM Industries, Inc. 888.414.1041 818.888.0050

8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products www.avmindustries.com
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