DETAIL #:

0550G 0560G-6005 Lapping Detail with Aussie Seal M and

System 5506/560G Sanded Tape @ AVM

Aussie Skin 550G/560G INDUSTRIES INC

3" TOOLED BEAD OF AUSSIE
SEAL M (ENSURE SEALANT IS THICK
ENOUGH TO FULLY COVER GRANULAR LAYER

FACTORY OR NON-FACTORY LAP

AUSSIE SKIN SANDED TAPE
CENTERED OVER LAP AND
WET-SET INTO AUSSIE SEAL M

AUSSIE SKIN 550G

Notes:
1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between|

the membrane and wet Concrete or Shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.
2. All surfaces must be clean and sound before installing the lap joints. (Remove excess sand before applying double sided tape)

AVM Industries, Inc. 888.414.1041 818.888.0050
8245 Remmet Ave, Canoga Park, CA 91304

www.avmindustries.com

Quality Waterproofing Products

FILE NAME: 0550G_0560G-6005

Protected by Copyright - AVM Industries, Inc. Revision Date  1/7/2021




	Sheets and Views
	Layout1


