
GRAVEL

PERFORATED

DRAINAGE PIPE

AVM SYSTEM 500 8" DETAIL COAT AT 45

±5MILS. WITH MAT 800 REINFORCEMENT

AVM SYSTEM 500/502 AT 60 MILS DRY

AVM DRAIN BOARD 6000

PRIMER 500 (NOT REQUIRED WITH

AUSSIE 502)

GRAVEL (NOT REQUIRED IF DRAINAGE

BOARD IS USED)

EARTH

AUSSIE SKIN

550G / 560G

SLAB ON GRADE

OVER AUSSIE SKIN

MIN 4" REINFORCED

CONCRETE

CONCRETE WALL

WATERSTOP

Slab on Grade over Aussie Skin,

Concrete Walls (500/502)

AVM-0550G_0560G-0002

DETAIL #:

AVM System 550G/0560G

FILE NAME: 0550G_0560G-0002

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

6
"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

4
"

4"

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M

AVM SYSTEM 500 6" DETAIL COAT

AT 45 MILS DRY (NOT REQUIRED

WITH AUSSIE 500)

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



GRAVEL

PERFORATED
DRAINAGE PIPE

8" STRIP OF 580-AL CENTERED IN
CORNER

AVM AUSSIE MATE 580-AL/580-PL

AVM DRAIN BOARD 6000

AVM PRIMER/ADHESIVE

GRAVEL (NOT REQUIRED IF DRAINAGE
BOARD IS USED)

EARTH

AUSSIE SKIN
550G/560G

SLAB ON GRADE
OVER AUSSIE SKIN

MIN 4" REINFORCED
CONCRETE

CONCRETE WALL

WATERSTOP
(AUSSIE SWELL)

Slab on Grade over Aussie Skin,
Concrete Walls (Aussie Mate)

AVM-0550G_0560G-0004

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0004

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

6"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

4"

4"

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M

AUSSIE SEAL M
(1" X 90 MILS)

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



GRAVEL

PERFORATED
DRAINAGE PIPE

AVM SYSTEM 520 AT 60 MILS DRY

AVM DRAIN BOARD 6000

EPOXY PRIMER

GRAVEL (NOT REQUIRED IF DRAINAGE
BOARD IS USED)

EARTH

AUSSIE SKIN
550G/560G

SLAB ON GRADE
OVER AUSSIE SKIN

MIN 4" REINFORCED
CONCRETE

CONCRETE WALL

AUSSIE SWELL
WATERSTOP

Slab on Grade over Aussie Skin,
Concrete Walls (520)

AVM-0550G_0560G-0006

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0006

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

6"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

3"

3"

AVM SYSTEM 520 6" DETAIL COAT AT 45 MILS

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



AUSSIE SKIN

550G/560G

CMU WALL

SLAB ON GRADE

OVER AUSSIE  SKIN

550G/560G

Slab on Grade over Aussie Skin, CMU

(Block) Walls (500/502)

AVM-0550G_0560G-0008

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0008

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

GRAVEL

PERFORATED

DRAINAGE PIPE

AVM SYSTEM 500/502 8" DETAIL COAT AT

45 ±5 MILS. WITH MAT 800

REINFORCEMENT

AVM SYSTEM 500/502, AUSSIE

MEMBRANE AT 60 MILS DRY

AVM DRAIN BOARD 6000

PRIMER 500 (NOT REQUIRED WITH

AUSSIE 502)

GRAVEL (NOT REQUIRED IF DRAINAGE

BOARD IS USED)

EARTH

6
"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

4
"

3/4" CANT OF AUSSIE SEAL M

4"

AVM SYSTEM 500 6" DETAIL COAT

AT 45 MILS DRY (NOT REQUIRED

WITH AUSSIE 500)

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



AUSSIE SKIN
550G/560G

CMU WALL

SLAB ON GRADE
OVER AUSSIE  SKIN

550G/560G

Slab on Grade over Aussie Skin, CMU
(Block) Walls (520)

AVM-0550G_0560G-0010

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0010

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

GRAVEL

PERFORATED
DRAINAGE PIPE

AVM SYSTEM 520 6" DETAIL COAT AT 45 MILS

AVM SYSTEM 520 AT 60 MILS DRY

AVM DRAIN BOARD 6000

AVM EPOXY PRIMER

GRAVEL (NOT REQUIRED IF DRAINAGE
BOARD IS USED)

EARTH

6"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

3"

3/4" CANT OF AUSSIE SEAL M

3"

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



AUSSIE SKIN

550G/560G

SLAB ON GRADE

OVER AUSSIE SKIN

550G/560G

CONCRETE WALL

AUSSIE SWELL

WATERSTOP

Slab on Grade over Aussie Skin,

Concrete Walls, Minimal Exposed

Footing (500/502)

AVM-0550G_560G-0012

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0012

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

GRAVEL

PERFORATED

DRAINAGE PIPE

AVM SYSTEM 500/502 8" DETAIL COAT

AT 45 ±5MILS. WITH MAT 800

REINFORCEMENT

AVM SYSTEM 500/502 AT 60 MILS DRY

AVM DRAIN BOARD 6000

GRAVEL (NOT REQUIRED IF DRAINAGE

BOARD IS USED)

EARTH

6
"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

PRIMER 500 (NOT REQUIRED WITH

AUSSIE 502)

4
"

MIN.1"

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M

AVM SYSTEM 500 6" DETAIL COAT

AT 45 MILS DRY (NOT REQUIRED

WITH AUSSIE 500)

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



AUSSIE SKIN
550G/560G

SLAB ON GRADE
OVER AUSSIE SKIN

550G/560G

CONCRETE WALL

AUSSIE SWELL
WATERSTOP

Slab on Grade over Aussie Skin,
Concrete Walls, Minimal Exposed
Footing (520)

AVM-0550G_0560G-0014

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0014

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

GRAVEL

PERFORATED
DRAINAGE PIPE

AVM SYSTEM 520 6" DETAIL COAT AT 45 MILS

AVM SYSTEM 520 AT 60 MILS DRY

AVM DRAIN BOARD 6000

GRAVEL (NOT REQUIRED IF DRAINAGE
BOARD IS USED)

EARTH

6"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

EPOXY PRIMER

3"

MIN.1"

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:

GRAVEL

PERFORATED DRAINAGE PIPE

AUSSIE SKIN

550G/560G

CONCRETE WALL

Elevated Slab over Aussie Skin,

Concrete Walls (500/502)

AVM-0550G_0560G-0016

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0016

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

AUSSIE

500/502

AVM SYSTEM 500/502 8" DETAIL COAT AT

45 ±5MILS. WITH MAT 800

REINFORCEMENT

AVM SYSTEM 500/502 AT 60 MILS DRY

AVM DRAIN BOARD 6000

GRAVEL (NOT REQUIRED IF DRAINAGE

BOARD IS USED)

EARTH

6
"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

PRIMER 500 (NOT REQUIRED WITH

AUSSIE 502)

4
"

4"

6
"

SLAB ON GRADE

OVER AUSSIE

SKIN 550G/560G

AUSSIE SWELL

WATERSTOP - MIN 3"

CONCRETE COVERAGE

ON ALL SIDES

AUSSIE SEAL

M

TERMINATION

BAR

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M
AVM SYSTEM 500 6" DETAIL COAT

AT 45 MILS DRY (NOT REQUIRED

WITH AUSSIE 500)



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies
creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

GRAVEL

PERFORATED DRAINAGE PIPE

AUSSIE SKIN
550G/560G

CONCRETE WALL

Elevated Slab over Aussie Skin,
Concrete Walls (520)

AVM-0550G_0560G-0018

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0018

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

AUSSIE
520

AVM SYSTEM 520 6" DETAIL COAT AT 45 MILS

AVM SYSTEM 520 AT 60 MILS DRY

AVM DRAIN BOARD 6000

GRAVEL (NOT REQUIRED IF DRAINAGE
BOARD IS USED)

EARTH

6"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

AVM EPOXY PRIMER

4"

4"

6"

SLAB ON GRADE
OVER AUSSIE

SKIN 550G/560G

WATERSTOP

AUSSIE
SEAL M

TERMINATION
BAR

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies
creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

GRAVEL

PERFORATED DRAINAGE PIPE

CONCRETE WALL

Elevated Slab over Aussie Skin,
Concrete Walls Aussie Mate

AVM-0550G_0560G-0020

DETAIL #:

AVM System 550G/506G

FILE NAME: 0550G_0560G-0020

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

AUSSIE MATE 580-AL 8" STRIP
CENTERED IN CORNER

AUSSIE MATE 580-AL/580-PL

AVM DRAIN BOARD 6000

GRAVEL (NOT REQUIRED IF DRAINAGE
BOARD IS USED)

EARTH

6"

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

AVM PRIMER/ADHESIVE

4"

4"

6"

SLAB ON GRADE
OVER AUSSIE

SKIN 550G/560G

AUSSIE SWELL
WATERSTOP - MIN 3"

CONCRETE COVERAGE
ON ALL SIDES

INDUSTRIES INC

3/4" CANT OF AUSSIE SEAL M

AUSSIE MATE
580-AL/580-PL

AUSSIE SEAL M
(1" X 90 MILS)

AUSSIE SKIN
550G/560G

AVM PRIMER/
ADHESIVE

AUSSIE SEAL M
(4" X 90 MILS)

TERMINATION BAR
COVERED WITH
AUSSIE SEAL M

AUSSIE SEAL M
(1" X 90 MILS)

4"



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies
creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

Aussie Membrane 500/502 Installation

over Aussie Skin.

AVM-0550G_0560G-0022

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0022

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

CONCRETE SLAB

AUSSIE SKIN 550G / 560G

AUSSIE MEMBRANE 500/502 MIN

60 MILS DRY.

CONCRETE OR CMU WALL

M
I
N

.
 
6
"

PRIMER 500 (NOT REQUIRE WITH

AUSSIE 502)

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

AVM DRAIN BOARD 6000

INDUSTRIES INC

AVM SYSTEM 500 6" DETAIL COAT

AT 45 MILS DRY (NOT REQUIRED

WITH AUSSIE 500)



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Typical Lagging Wall

Single System (Non-Hydrostatic)

AVM System 550G/560G

0550G_0560G-1200

FILE NAME: 0550G_0560G-1200
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

WOOD LAGGING

EARTH

AVM DRAIN BOARD 6000

CUT AROUND TIE-BACK

SEE SYSTEM DETAILS FOR

LAP REQUIREMENTS

AVM BOTTOM DRAIN

AVM SIDE OUTLET

CONNECTED TO DRAINAGE SYSTEM

AUSSIE SEAL M 2" X 2" WITH

3/4" CANT AT BASE OF PIPE

AUSSIE SKIN

550G/560G

AVM DRAIN BOARD 6000

HORIZONTALLY OR VERTICALLY ORIENTATED

SEE AVM DETAILS

FOR TIE-BACK COVER

OPTIONS

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Blindside Waterproofing over Lagging

Single System - Hydrostatic
AVM System 550G/560G

0550G_0560G-1210

FILE NAME: 0550G_0560G-1210
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

WOOD LAGGING

AUSSIE SKIN LAP - SEE SYSTEM

DETAILS FOR LAP REQUIREMENTS

AUSSIE SKIN 550G/560G

AUSSIE SWELL WATERSTOP

MIN 3" COVERAGE

CAST-IN-PLACE WALL

AUSSIE SKIN 550G/560G

CORNER TRANSITION SHEET

HORIZONTALLY ORIENTATED

CONCRETE SLAB

AVM DRAIN BOARD

6000

AUSSIE SKIN LAP - SEE SYSTEM

DETAILS FOR LAP REQUIREMENTS



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Blindside Waterproofing over Lagging

Single System with Insulation - Hydrostatic
AVM System 550G/560G

0550G_0560G-1212

FILE NAME: 0550G_0560G-1212
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

WOOD LAGGING

AUSSIE SKIN LAP - SEE SYSTEM

DETAILS FOR LAP REQUIREMENTS

AUSSIE SKIN 550G/560G

AUSSIE SWELL WATERSTOP

MIN 3" COVERAGE

CAST-IN-PLACE WALL

AUSSIE SKIN CORNER

TRANSITION SHEET

HORIZONTALLY ORIENTATED

CONCRETE SLAB

INSULATION BOARD

AUSSIE SKIN LAP - SEE SYSTEM DETAILS

FOR LAP REQUIREMENTS

FILL GAPS > 2" WITH SOLID

MATERIAL



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Lagging Wall with Rock Pocket

AVM System 550G/560G

0550G_0560G-1220

FILE NAME: 0550G_0560G-1220
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

WOOD LAGGING

AVM DRAIN BOARD

6000

AUSSIE SKIN 550G/560G

CORNER TRANSITION

SHEET HORIZONTALLY

ORIENTATED

ROCK POCKET

CONNECTION MUST BE

OUTSIDE WATERPROOFING

GRAVEL LAYER

SOLID DRAIN PIPE CONNECTED

TO DISCHARGE SYSTEM

AUSSIE SEAL M 2" X 2"

WITH 3/4" CANT AT

BASE OF PIPE

AUSSIE SEAL M 2" X 2" WITH

3/4" CANT AT BASE OF PIPE

AUSSIE SWELL WATERSTOP

AUSSIE SKIN LAP - SEE

SYSTEM DETAILS FOR

LAP REQUIREMENTS

SHOTCRETE WALL

AUSSIE SKIN LAP - SEE

SYSTEM DETAILS FOR

LAP REQUIREMENTS

AUSSIE SKIN 550G/560G



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Raised Slab

Single System (Non-Hydrostatic)

AVM System 550G/560G

0550G_0560G-1224

FILE NAME: 0550G_0560-1224
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE SKIN

550G/560G

AVM BOTTOM DRAIN

DRAIN PIPE CONNECTED

TO DISCHARGE SYSTEM

CONCRETE SLAB ON GRADE

FOOTING

AUSSIE SEAL M 2" X 2"

AROUND PIPE WITH A

3/4" FILLET AT BASE



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Raised Slab - Shotcrete Retaining Wall

Single System (Non-Hydrostatic)

AVM System 550G/0560G

0550G_0560G-1225

FILE NAME: 0550G_0560G-1225
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

SHOTCRETE

RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE SKIN

550G/560G

AVM BOTTOM DRAIN

DRAIN PIPE CONNECTED

TO DISCHARGE SYSTEM

CONCRETE SLAB ON GRADE

FOOTING

AUSSIE SEAL M 2" X 2"

AROUND PIPE WITH A

3/4" FILLET AT BASE



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Raised Slab with Vapor Barrier

Aussie Skin 550G/560G

0550G_0560G-1228

FILE NAME: 0550G_0560G-1228 Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE SKIN

550G/560G

AVM BOTTOM DRAIN

DRAIN PIPE CONNECTED

TO DISCHARGE SYSTEM

CONCRETE SLAB ON GRADE

FOOTING

VAPOR BARRIER

AUSSIE SKIN DOUBLE

SIDED TAPE

AUSSIE SKIN 550G/560G

4"

12"

AUSSIE SEAL M 2" X 2"

AROUND PIPE WITH A

3/4" FILLET AT BASE

AUSSIE SWELL WATERSTOP

AUSSIE SWELL WATERSTOP



1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

Notes:

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Vapor Barrier Transition

Aussie Skin 550G/560G

0550G_0560G-1229

FILE NAME: 0550G_0560G-1229
Protected by Copyright - AVM Industries, Inc. Revision Date 1/6/2021

SOIL RETENTION

SYSTEM

AUSSIE SKIN

550G/560G

CONCRETE MAT SLAB

AUSSIE SKIN DOUBLE SIDED TAPE OR

VAPOR BARRIER TAPE PER PROJECT DESIGN

AUSSIE SKIN 550G/560G

4"

12"

AUSSIE SWELL WATERSTOP

VAPOR BARRIER (BY OTHERS)

FOUNDATION

WALL



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Mat Slab Drainage System

Single Layer System

AVM System 550G/560G

0550G_0560G-1230

FILE NAME: 0550G_0560G-1230
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

WOOD LAGGING

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G

AVM BOTTOM DRAIN

DRAINAGE PIPE TIED

INTO DEWATERING SYSTEM

GRAVEL LAYER

AUSSIE SWELL WATERSTOP

CONCRETE WALL

MAT SLAB

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Typical Lagging Wall

Metal Sheet Pile with Plywood

Single Layer System

AVM System 550G/560G

0550G_0560G-1240

FILE NAME: 0550G_0560G-1240
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

EARTH

METAL SHEET PILE

AVM DRAIN BOARD 6000

CUT AROUND TIE-BACK

SEE SYSTEM DETAILS

FOR LAP REQUIREMENTS

AVM BOTTOM DRAIN

AVM SIDE OUTLET

CONNECTED TO DRAINAGE SYSTEM

AUSSIE SEAL M 2" X 2"

AROUND PIPE WITH A

3/4" FILLET AT BASE

AUSSIE SKIN

550G/560G

AVM DRAIN BOARD 6000

HORIZONTALLY OR VERTICALLY ORIENTATED

PLYWOOD FASTENED TO

SHEET PILE

FILL VOID WITH COMPACTED

SOIL OR CONCRETE

SEE AVM DETAILS

FOR TIE-BACK COVER

OPTIONS

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Typical Lagging Wall

Shotcrete Retaining

Single Layer System

AVM System 550G/560G

0550G_0560G-1242

FILE NAME: 0550G_0560G-1242
Protected by Copyright - AVM Industries, Inc. Revision Date 4/29/2020

AVM DRAIN BOARD 6000

CUT AROUND TIE-BACK

SEE SYSTEM DETAILS

FOR LAP REQUIREMENTS

AVM BOTTOM DRAIN

AVM SIDE OUTLET

CONNECTED TO DRAINAGE SYSTEM

AUSSIE SEAL M 2" X 2"

AROUND PIPE WITH A

3/4" FILLET AT BASE

AUSSIE SKIN

550G/560G

AVM DRAIN BOARD 6000

HORIZONTALLY OR VERTICALLY ORIENTATED

SEE AVM DETAILS

FOR TIE-BACK COVER

OPTIONS

SHOTCRETE RETAINING WALL

RETAINED EARTH

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



SEAMS SHOULD NOT FALL
ON SHEET PILE INTERLOCK

METAL SHEET PILE

AUSSIE SKIN 550G/560G

AUSSIE SKIN SHEET
HORIZONTALLY ORIENTATED

SLICE AT CORNERS TO
FIT AROUND PILES

AUSSIE SKIN CUT TO FIT
AROUND PILES

COMPACTED EARTH

DETAIL ALL INSIDE AND OUTSIDE
CORNERS PER AVM'S STANDARD
DETAILS

SEE SYSTEM DETAILS

FOR LAP REQUIREMENTS

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G

0550G_0560G-1244

12/20/2020

Sheet Pile Retaining Wall

Aussie Skin 550G/560G

0550G_0560G-1244

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



4" MIN

 

DETAIL #:

FILE NAME: 0550G_0560G-1530

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

Metal Tie-Back Cover

Single Layer System
Aussie Skin 550G/560G

0550G_0560G-1530

Notes:

1. Relief cuts may be needed to form Aussie Skin around tie-back cover.  All relief cuts should be covered with Sanded Tape.
2. All nails, screws etc used to hang the Aussie Skin above the water table must be non-rusting and sealed with AVM approved Sealant.

DRAIN BOARD 6000

AUSSIE SKIN 550G/560G

AUSSIE SKIN DOUBLE SIDED TAPE

AUSSIE SEAL M

MIN 3/4" FILLET

AUSSIE SKIN DOUBLE SIDED TAPE

AS NEEDED TO SECURE AUSSIE

SKIN TO TIE-BACK COVER

AUSSIE MEMBRANE 500/502

MIN 60 MILS DRY

CUSTOM SHEET METAL TIE-BACK

COVER MIN 22 GAUGE

WOOD LAGGING

TIE-BACK HEAD

AUSSIE SKIN 550G/560G (SEE NOTES)

FILL METAL BOX WITH  AUSSIE

CLAY SEALANT

Only Use if AVM's Standard Tie-Back Cover Cannot be Used



AVM-0550G_0560G-1531

DETAIL #:

Aussie Skin 550G/560G

FILE NAME: 0550G_0560G-1531

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

AUSSIE SKIN

550G/560G

SOIL RETENTION SYSTEM

DRAINBOARD 6000

AUSSIE SWELL WATERSTOP

AROUND PERIMETER OF

BOX-OUT

CONCRETE WALL

BOX-OUT SIZE WILL DEPEND ON

FIELD CONDITIONS

4
"

AUSSIE SKIN DOUBLE

SIDED TAPE

SMOOTH EDGES AS NEEDED

WITH AUSSIE SEAL M

FILL ANY GAPS WITH TWO-PART

EXPANDING FOAM AS NEEDED

AUSSIE SKIN 550G/560G PATCH

TIEBACK

Detensioned Tie-Back Box-out

Single Layer System

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

4" Tie-Back Cover

Single Layer System

AVM System 550G/560G

0550G_0560G-1532

FILE NAME: 0550G_0560G-1532
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

AVM 4" TIE-BACK COVER

WOOD LAGGING

CONCRETE WALL

AUSSIE SKIN DOUBLE SIDED TAPE

FASTENER

AUSSIE SKIN 550G/560G

AVM DRAIN BOARD 6000

FASTENER

AUSSIE SEAL 1" ONTO AUSSIE SKIN

AND UP TO DOME

4

3

4

"

4

1

2

"

4"

RAISED EDGE FOR DOUBLE

SIDED TAPE LINE

1"

4

3

4

"

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



WOOD LAGGING

AVM DRAIN BOARD 6000

FASTENER
AUSSIE SKIN 550G/560G

AUSSIE SEAL M 3/4" CANT

AVM TIE-BACK COVER

CONCRETE WALL

AUSSIE SKIN 550G/560G

GROOVE FOR AUSSIE
INJECTION TUBE (OPTIONAL)

11"

6"

AUSSIE SKIN DOUBLE
SIDED TAPE (4" WIDE STRIP)

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

System:

0550G_0560G-1533

Aussie Skin 550G/560G

12/20/2020

6" Tie-Back Cover

Aussie Skin 550G/560G

0550G_0560G-1533

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



WOOD LAGGING

AVM DRAIN BOARD 6000

FASTENER
AUSSIE SKIN 550G/560G

AUSSIE SEAL M 3/4" CANT

AVM TIE-BACK COVER

CONCRETE WALL

AUSSIE SKIN 550G/560G

GROOVE FOR AUSSIE
INJECTION TUBE (OPTIONAL)

16"

8"

AUSSIE SKIN DOUBLE
SIDED TAPE (4" WIDE STRIP)

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

System:

0550G_0560G-1534

Aussie Skin 550G/560G

12/20/2020

8" Tie-Back Cover

Aussie Skin 550G/560G

0550G_0560G-1534

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



AUSSIE SKIN
550G/560G

SOIL RETENTION SYSTEM

DRAINBOARD 6000

AUSSIE SWELL WATERSTOP
AROUND PERIMETER OF
BOX-OUT

CONCRETE WALL

BOX-OUT SIZE WILL DEPEND ON
FIELD CONDITIONS

SMOOTH EDGES AS NEEDED
WITH AUSSIE SEAL M

FILL ANY GAPS WITH TWO-PART
EXPANDING FOAM AS NEEDED

AUSSIE SKIN 550G/560G PATCH

TIEBACK

AUSSIE SEAL M
2" X 90 MILS

AUSSIE SKIN
SANDED TAPE

Notes:
1. Aussie Skin 550G is a Heavy, Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membrane with added technologies creating excellent adhesion between the

membrane and wet Concrete or Shot-Crete.  Creating excellent adhesion between the membrane and wet Concrete or Shot-Crete.
2. All surfaces must be clean and sound before installing the lap joints. (Remove excess sand before applying double sided tape)

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

FILE NAME: Protected by Copyright - AVM Industries, Inc. Revision Date

AVM System 550G/560G
0550G_0560G-1535

5/13/2021

De-Tensioned Tie Back Option 2

Aussie Skin 550G/560G

0550G_560G-1535

4"
2"



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Raker Beam Detail

Aussie Skin 550G/560G

0550G_0560G-1536

FILE NAME: 0550G_0560G-1536
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

4"

WOOD LAGGING

AUSSIE SKIN

550G/560G

AUSSIE SKIN DOUBLE

SIDED TAPE

RAKER BEARING

PLATE

2" CANT OF AUSSIE SEAL M

AROUND RAKER PENETRATION

RAKER BEAM 100%

WELDED ONTO PLATE

SHORING PILE

RAKER BEARING

PLATE

AUSSIE SKIN

DOUBLE

SIDED TAPE

AUSSIE SEAL M (2") CANT

PIPE RAKER

AUSSIE SKIN 550G/560G

(INSTALL TIGHT TO RAKER)

CONCRETE WALL

AUSSIE SWELL

WATERSTOP

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Raker I-Beam Detail

Aussie Skin 550G/560G

0550G_0560G-1537

FILE NAME: 0550G_0560G-1537
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

4"

WOOD LAGGING

AUSSIE SKIN

550G/560G

AUSSIE SKIN DOUBLE

SIDED TAPE

RAKER BEARING

PLATE

2" CANT OF AUSSIE SEAL M

AROUND RAKER PENETRATION

RAKER BEAM 100%

WELDED ONTO PLATE

SHORING PILE

AUSSIE SKIN

DOUBLE

SIDED TAPE

AUSSIE SEAL M (2") CANT

I-BEAM

AUSSIE SKIN 550G/560G

(INSTALL TIGHT TO RAKER)

CONCRETE WALL

AUSSIE SWELL

WATERSTOP

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing
Membranes with added technologies creating excellent adhesion between the membrane and wet Concrete or
Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Back Lagged Soldier Pile

Single Layer System

AVM System 550G/560G

0550G_0560G-1540

FILE NAME: 0550G_0560G-1540
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

AUSSIE SKIN 550G/560G

AUSSIE SEAL M 2" X 2" FILLET

SOLDIER PILE

AUSSIE SWELL WATERSTOP

WOOD LAGGING

RETAINED EARTH

AUSSIE SKIN 550G/560G

CONCRETE WALL

AUSSIE SKIN DOUBLE SIDED TAPE

AUSSIE SEAL M 2" X 2" FILLET

(CONTINUE AROUND BASE OF PILE

AT UNDER SLAB AUSSIE SKIN

IF APPLICABLE)

4"

AVM DRAIN BOARD 6000

AVM DRAIN BOARD 6000



AUSSIE SKIN 550G/560G

DRAIN BOARD 6000

INSULATION BOARD, SPRAY FOAM -
MUST BE SMOOTH TRANSITION

SHOTCRETE WALL

WOOD LAGGING

SOLDIER PILE

RETAINED EARTH

FILL GAPS AND VOIDS
WITH SOLID MATERIAL

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes
with added technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.
Aussie Skin 560G is an approved methane/VOC barrier.

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G

0550G_0560G-1542

12/20/2020

Mid-Lagged Soldier Pile with Insulation

Aussie Skin 550G/560G

0550G_0560G-1542



6"

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date

INDUSTRIES INC

Lagging Board Removal at Grade

AVM System 550G/560G

0550G_0560G-1544

SECTION OF I-BEAM AND

LAGGING TO BE REMOVED

ECAVATION DEPTH

STEEL I-BEAM

WOOD LAGGING

CEMENT BOARD

AUSSIE SKIN 550G/560G

CONCRETE WALL

FILE NAME: 0550G_0560G-1544

12/20/2020

POST APPLIED WATERPROOFING

PER PROJECT DESIGN

STEP 1

STEP 2



COLUMN

BOLTS

MUD SLAB OR

COMPACTED EARTH

AUSSIE SKIN DOUBLE

SIDED TAPE

AUSSIE SKIN

550G/560G

COLUMN BASE

Aussie Skin Under Grade-Beam - Hydrostatic

AVM-0550G_0560G-2500

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-2500

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

4" 4"

INDUSTRIES INC

GRADE BEAM

FOOTING

AUSSIE SKIN 550G/560G

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. Concrete must cure min 7 days prior to Aussie 520 installation.
3. Aussie Membrane 520 must cure 24 hours prior to concrete placement.



Aussie Skin Over Grade-Beam - Hydrostatic

AVM-0550G_0560G-2540

DETAIL #:

AVM System 550G/560G

NOTES:

FILE NAME: 0550G_0560G-2540

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. Concrete must cure min 7 days prior to Aussie 520 installation.
3. Aussie Membrane 520 must cure 24 hours prior to concrete placement.

INDUSTRIES INC

CONCRETE SLAB

COLUMN

AUSSIE 520 BASE

COAT AT 60 MILS

FASTEN AUSSIE SKIN AS

NEEDED TO ENSURE FULL

CONTACT WITH SEALANT

AND CONCRETE

MUD SLAB OR

COMPACTED EARTH

AUSSIE SKIN 550G/560G

WET SET INTO 1" BEAD

OF AUSSIE SEAL M

AUSSIE 520 TOPCOAT AT

30 MILS WITH SILICA SAND

AUSSIE SEAL M - 2" ON AUSSIE

520 AND 2" ON AUSSIE SKIN

GRADE BEAM

2" 1"

AUSSIE SKIN 550G/560G

AUSSIE MEMBRANE 520 AT 90 MILS -

SEE EXPANDED DETAIL BELOW IF

SILICA SAND IS REQUIRED

1"

GRADE BEAM

          MUD SLAB OR

COMPACTED EARTH



Aussie Skin Over Grade-Beam

Non-Hydrostatic

AVM-0550G_0560G-2550

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-2550

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

CONCRETE SLAB

COLUMN

TERMINATION BAR

MUD SLAB OR

COMPACTED EARTH

AUSSIE SKIN 550G/560G

AUSSIE SEAL M

TERMINATION BAR

FASTENED MAX 12" OC

AUSSIE SEAL M - 2" ON GRADE

BEAM AND 2" ON AUSSIE SKIN

2" 2"

GRADE BEAM

MUD SLAB OR

COMPACTED EARTH

GRADE BEAM

AUSSIE SKIN 550G/560G

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



Pile Cap Detail - Hydrostatic

AVM-0550G_0560G-2610

DETAIL #:

AVM System 550G/560G

NOTES:

FILE NAME: 0550G_0560G-2610

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. Concrete Surface must be free of dirt, debris, release agents and anything else that might inhibit bonding.
3. Concrete surface must be structurally sound, uniform and finished with a light broom finish.
4. Aussie Membrane 520 must cure 24 hours prior to concrete placement.

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

MUD SLAB OR

COMPACTED EARTH

PILE CAP

AUSSIE SKIN 550G/560G

AUSSIE MEMBRANE 520 AT 90 MILS -

SEE EXPANDED DETAIL BELOW IF

SILICA SAND IS REQUIRED

AUSSIE SWELL

WATERSTOP

PILES

AUSSIE 520 BASE

COAT AT 60 MILS

FASTEN AUSSIE SKIN AS

NEEDED TO ENSURE FULL

CONTACT WITH SEALANT

AND CONCRETE

AUSSIE SKIN WET SET

INTO 1" BEAD OF AUSSIE

SEAL M

AUSSIE 520 TOPCOAT AT

30 MILS WITH SILICA SAND

AUSSIE SEAL M - 2" ON AUSSIE

520 AND 2" ON AUSSIE SKIN

2" 1" 1"

PILE CAP

          MUD SLAB OR

COMPACTED EARTH



Pile Cap Detail - Non-Hydrostatic

AVM-0550G_0560G-2630

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-2630

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

MUD SLAB OR

COMPACTED EARTH

PILE CAP

AUSSIE SKIN 550G/560G

PILES

TERMINATION BAR

FASTENED MAX 12" OC

AUSSIE SEAL M - 2" ON PILE

CAP AND 2" ON AUSSIE SKIN

2" 2"

MUD SLAB OR

COMPACTED EARTH

PILE CAP

AUSSIE SEAL M

TERMINATION BAR

AUSSIE SKIN 550G/560G

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added
technologies creating excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an
approved methane/VOC barrier.

Notes:



4"

 

DETAIL #:

FILE NAME: 0550G_0560G-2800

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

Aussie Skin 550G/560G

AVM-0550G_0560G-2800

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. Steel must be clean and rust free prior to applying Aussie Seal M.
3. Aussie Skin target sheet only necessary if field sheet is not cut tightly around pipe with gaps >1/4"

Pipe Raker in Slab

AUSSIE SWELL WATERSTOP

MIN 3" CONCRETE COVERAGE

BOX-OUT FOR PILE

REMOVAL

CONCRETE SLAB

AUSSIE SKIN

550G/560G

FIELD SHEET

PIPE RAKER FILLED WITH

WATERPROOF GROUT

(WATERTIGHT INTEGRITY BY OTHERS)

AUSSIE SEAL M 2" X 2" WITH

3/4" FILLET AT BASE

AUSSIE SKIN 550G/560G TARGET

SHEET (SEE NOTES)

AUSSIE SKIN DOUBLE

SIDED TAPE



4"

2" MIN

Pipe Bank Pitch Pan

AVM-550G_0560G-2802

 

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. Aussie Membrane 520 should be cured prior to concrete placement which may take up to 72 hours.  Please consult AVM if scheduling does not allow this.

DETAIL #:

AVM System 550G/560G

NOTES:

FILE NAME: 0550G_0560G-2802

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

AVM SYSTEM 520

MIN 2" THICK

METAL PITCH PAN

AUSSIE SKIN SANDED

TAPE

AUSSIE SKIN 550G/560G

MUD SLAB OR

COMPACTED EARTH

MIN 1/2" CLEARANCE REQUIRED

BETWEEN PIPES



Slab Penetration

AVM-550G_0560G-2804

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-2804

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

2"

2
"

AUSSIE SWELL WATERSTOP

(MIN 3" CONCRETE COVERAGE

ON ALL SIDES)

AUSSIE SEAL M AROUND

PIPE 2" X 2" WITH A 3/4"

FILLET AT BASE

AUSSIE SKIN 550G/560G

PIPE OR CONDUIT

COMPACTED FILL

MAT SLAB

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



Foundation Slab Well Pipe Sealing

Box-out

AVM-0550G_0560G-2806

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-2806

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

2"

2
"

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

MUD SLAB OR COMPACTED

EARTH

BOX-OUT FILLED WITH CONCRETE

SOLVENT WELD PVC

CAP ONTO PIPE

AUSSIE SKIN

550G/560G

AUSSIE SEAL M 2" X 2" WITH

A 3/4" CANT A PIPE BASE

SEAL WELL PIPE WITH

AUSSIE CLAY GRANULES

12" LAYER HYDRAULIC GROUT

OR CONCRETE FILLED TO TOP

OF PIPE

PVC WELL PIPE (PIPE MUST BE SOLID)

AUSSIE SWELL WATER STOP

MIN 3" CONCRETE COVERAGE



ANCHORING SYSTEM
BY OTHERS

RAT SLAB

AUSSIE CLAY GRANULES

ANCHOR ROD

NON-SHRINK GROUT

AUSSIE SKIN 550G/560G
TARGET SHEET - SEE NOTES

AUSSIE SKIN 550G/560G
FIELD SHEET

AUSSIE SWELL
WATERSTOP

AUSSIE SEAL M 2" X 2"
WITH 3/4" CANT AT BASE

4"

AUSSIE SKIN DOUBLE
SIDED TAPE (4")

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. Target sheet is required if gap between field sheet and rod is >2"

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

AVM System 550G/560G

0550G_0560G-2808

12/20/2020

Slab Tie Penetration

Aussie Skin 550G/560G

0550G_0560G-2808



4" 4"

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

 

DETAIL #:

FILE NAME: 0550G_0560G-2810

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

Aussie Skin Underslab Repair

AVM System 550G/560G

0550G_0560G-2810

AREA OF REMOVED CONCRETE

EXISTING AUSSIE

SKIN 550G/560G

AUSSIE SKIN DETAIL STRIP

AUSSIE SKIN 550G/560G

REMOVE AND REPLACE COMPACTED

EARTH FOR ACCESS AS NEEDED

AUSSIE SEAL M 1" CANT

AUSSIE SWELL WATERSTOP



AVM-550G_560G-3000

DETAIL #:

Aussie Skin 550G/560G

FILE NAME: 0550G_0560G-3000

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

4"

12" MIN

4"

12" MIN

ELEVATOR PIT

Elevator Pit Over Aussie Skin

Aussie Skin 550G/560G

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

AUSSIE SKIN 550G/560G

AUSSIE SKIN DOUBLE

SIDED TAPE

AUSSIE SKIN 550G/560G

COMPACTED FILL



Through Wall Penetration Sealant

on Sanded Side - Single System

AVM-0550G_0560G-4000

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-4000

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

2"

2"

Aussie Skin 550G/560G

NOTES:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G

PIPE

AUSSIE SWELL RED WATER STOP

(MIN. 3" CONCRETE COVERAGE

REQUIRED ON ALL SIDES)

AUSSIE SEAL M 2" X 2" WITH

A 3/4" FILLET

AROUND BASE OF PIPE



Multiple Pipe Penetration Sealant

on Sanded Side - Single System

AVM-0550G_0560G-4002

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. PVC or metal pipe must be clean and free of foreign matter that would prevent Aussie Seal M adhesion.
3. 6" minimum spacing required between multiple pipes.  Closer spacing may be allowed with specific limitations and required enhancements prior to job start in

writing from AVM

DETAIL #:

AVM System 550G/560G

NOTES:

FILE NAME: 0550G_0560G-4002

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

2"

2"

6" MIN

6" MIN

2"

AUSSIE SWELL RED

WATER STOP MIN. 3"

CONCRETE COVERAGE

REQUIRED ON ALL SIDES

6" MIN. CLEARANCE

REQUIRED BETWEEN

PIPES - SEE NOTES

Aussie Skin 550G/560G

AUSSIE SEAL M AROUND

PIPE 2" X 2" WITH A 3/4"

FILLET AT BASE

WOOD LAGGING

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G



WRAP AUSSIE INJECTION
TUBE AROUND PIPES

AUSSIE SKIN 550G/560G

AVM DRAIN BOARD 6000

FASTEN AS NEEDED TO ENSURE
FULL CONTACT WITH AUSSIE SKIN
AND AUSSIE SEAL M (COVER
FASTENER WITH AUSSIE SEAL M)

22 GAUGE METAL PITCH PAN
WET-SET INTO AUSSIE SEAL M

AUSSIE SEAL M
AUSSIE SEAL M AROUND PIPES
TO SEAL ANY GAPS IN PITCH PAN

PIPE BANK

FILL IN BETWEEN PIPES
WITH 2-PART FOAM OR
NON-SHRINK GROUT

FILL PITCH PAN WITH
AUSSIE CLAY GRANULES

2"

2"

AUSSIE SKIN SANDED TAPE

FRONT SECTION VIEW

PLAN VIEW

CAP TOP OF GRANULES
WITH 1" OF NON-SHRINK
GROUT OR AUSSIE CLAY
SEALANT TO ENSURE
SHOTCRETE DOES NOT
DISTURB GRANULES

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

System:

0550G_0560G-4003

Aussie Skin 550G/560G

12/20/2020

Blindside Vertical Pitch Pan

Aussie Skin 550G/560G

0550G_0560G-4003

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



AUSSIE SKIN 550G/560G

FASTEN AS NEEDED TO ENSURE
FULL CONTACT WITH AUSSIE SKIN
AND AUSSIE SEAL M (COVER
FASTENER WITH AUSSIE SEAL M)

22 GAUGE METAL PITCH PAN
WET-SET INTO AUSSIE SEAL M

AUSSIE SEAL M 3/4" FILLET

PIPE BANK (MIN 2' CLEARANCE
BETWEEN PIPES)

FILL IN BETWEEN PIPES
WITH 2-PART FOAM OR
NON-SHRINK GROUT

FILL PITCH PAN WITH
AUSSIE CLAY GRANULES

2"

2"

AUSSIE SKIN SANDED TAPE

AUSSIE SEAL M

CAP TOP OF GRANULES WITH
2" OF NON-SHRINK GROUT

WOOD LAGGING

CONCRETE WALL

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

System:

0550G_0560G-4004

Aussie Skin 550G/560G

12/20/2020

Vertical Pitch Pan - Post-Applied

Aussie Skin 550G/560G

0550G_0560G-4004

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



Sleeved Pipe Penetration

Single System

AVM-550G_0560G-4005

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-4005

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

2"

2
"

Aussie Skin 550G/560G

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G

AUSSIE SWELL RED WATER STOP

(MIN. 3" CONCRETE COVERAGE

REQUIRED ON ALL SIDES)

MECHANICAL SEAL BY OTHERS

(WATER TIGHT INTEGRITY OF

SLEEVE BY OTHERS)

PIPE

FILL WITH

NON-SHRINK GROUT

AUSSIE SEAL M AROUND

PIPE 2" X 2" WITH A 3/4"

FILLET AT BASE

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



Pipe Penetration Sealant on HDPE Side

Single System

AVM-0550G_0560G-4010

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-4010

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

INDUSTRIES INC

2"

2"

Aussie Skin 550G/560G

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G

AUSSIE SEAL M AROUND

PIPE 2" X 2" WITH A 3/4"

FILLET AT BASE

PIPE

FILL WITH

NON-SHRINK GROUT

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



2"

2"

1"

AUSSIE SKIN 550G/560G

WOOD LAGGING

AVM DRAIN BOARD 6000

AUSSIE MATE 580-AL

AUSSIE SEAL M (2" X 2")
AROUND PIPE  WITH A 3/4"
FILLET AT BASE

AUSSIE SEAL M (1")

FILL WITH
NON-SHRINK GROUT

LINK-SEAL

CORED
PENETRATION

PIPE

2"

TOOLED BEAD OF
AUSSIE SEAL M

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G

0550G_560G-4015

12/20/2020

Cored Penetration Sealant on HDPE Side

Aussie Skin 550G/560G

0550G_0560G-4015

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Rebar Tie

Single Layer System

AVM System 550G/560G

0550G_0560G-4100

FILE NAME: 0550G_0560G-4100
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

AUSSIE SKIN 550G/560G

REBAR TIE

WOOD LAGGING

RETAINED EARTH

AUSSIE SKIN 550G/560G

CONCRETE WALL

AUSSIE SEAL M 1" X 1"

SOLDIER PILE

AVM DRAIN BOARD 6000

AVM DRAIN BOARD 6000

Aussie Skin 550G/560G

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Non-Flush Fastener Detail

AVM System 550G/560G

0550G_0560G-4200

FILE NAME: 0550G_0560G-4200
Protected by Copyright - AVM Industries, Inc. Revision Date 12/20/2020

1"

1"

SUBSTRATE

AUSSIE SKIN 550G/560G

FASTENER SITTING

"PROUD" OF MEMBRANE

AUSSIE SEAL M

1/4" THICK

Aussie Skin 550G/560G

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



Nail/Screw Detail

AVM-0550G_0560G-4205

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-4205

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 12/20/2020

NAIL OR SCREW

COVERED WITH

AUSSIE SKIN SANDED

TAPE

SOIL RETENTION

AUSSIE SKIN 550G/560GWATER TABLE

LEVEL

NAIL OR SCREW COVERED

WITH AUSSIE SKIN 550G

MEMBRANE BONDED WITH

AUSSIE DOUBLE SIDED TAPE

(SEE DIAGRAM BELOW)

SOIL RETENTION

AUSSIE SKIN 550G/560G

3"

3
"

AUSSIE SKIN

550G/560G

NAIL OR SCREW

AUSSIE SKIN

PATCH BONDED

WITH AUSSIE SKIN

DOUBLE SIDED

TAPE

WATER TABLE

LEVEL

NON-WATERTABLE PATCH WATERTABLE PATCH

INDUSTRIES INC

Aussie Skin 550G/556G

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



STANDARD FACTORY LAP

3"

AUSSIE SKIN 550G
FACTORY LAP ADHESIVE

OPTIONAL FACTORY LAP WITH SANDED TAPE
(ENHANCED DETAIL NOT REQUIRED FOR WARRANTY)

3"

AUSSIE SKIN 550G

AUSSIE SKIN SANDED TAPE
CENTERED OVER LAP
(SEE NOTES BELOW)

FACTORY LAP ADHESIVE

Notes:

1. Aussie Skin 550G is a Heavy, Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membrane with added technologies creating excellent adhesion between the
membrane and wet Concrete or Shot-Crete.  Creating excellent adhesion between the membrane and wet Concrete or Shot-Crete.

2. All surfaces must be clean and sound before installing the lap joints. (Remove excess sand before applying double sided tape)
3. Pre-heating the material will enhance the bond strength of the sanded tape if required.

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

AVM System 550G

0550G-6000

7/26/2022

Factory Lap Detailing

Aussie Skin 550G

0550G-6000



4"

AUSSIE SKIN 550G
AUSSIE SKIN DOUBLE
SIDED TAPE

STANDARD NON-FACTORY LAP WITH DETAIL STRIP

OPTIONAL NON-FACTORY LAP WITH SANDED TAPE AND AUSSIE SEAL M
(ENHANCED DETAIL NOT REQUIRED FOR WARRANTY)

AUSSIE SKIN SANDED TAPE
CENTERED OVER LAP AND WET-SET
INTO AUSSIE SEAL M

3" TOOLED BEAD OF AUSSIE SEAL M
(ENSURE SEALANT IS THICK ENOUGH TO
FULLY COVER GRANULAR LAYER)

(MIN 3" LAP REQUIRED)

STANDARD NON- FACTORY LAP WITH DOUBLE SIDED TAPE

8"

MIN 3" LAP REQUIRED MIN 3" LAP REQUIRED

AUSSIE SKIN 550G

AUSSIE SKIN DETAIL STRIP

COVER GAPS LARGER THAN 1/4"
WITH AUSSIE SKIN SANDED TAPE

DETAIL STRIP ADHESIVE

4"

AUSSIE SKIN 550GAUSSIE SKIN DOUBLE
SIDED TAPE

(MIN 3" LAP REQUIRED)

Notes:

1. Aussie Skin 550G is a Heavy, Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membrane with added technologies creating excellent adhesion between the
membrane and wet Concrete or Shot-Crete.  Creating excellent adhesion between the membrane and wet Concrete or Shot-Crete.

2. All surfaces must be clean and sound before installing the lap joints. (Remove excess sand before applying double sided tape)

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

AVM System 550G

0550G-6002

7/26/2022

Non-Factory Lap Detailing

Aussie Skin 550G

0550G-6002



T-Lap Detail

AVM-550G_560G-6010

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

DETAIL #:

AVM System 550G_560G

Notes:

FILE NAME: 0550G_0560G-6010

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/7/2021

INDUSTRIES INC

Step #1 Step #2

Step #3 Step #4

AUSSIE SKIN

550G/560G WITH

FACTORY SEAM

AUSSIE SKIN ROLLED

INTO FACTORY SEAM

AUSSIE SKIN DOUBLE

SIDED TAPE AT TOP

EDGE OF SHEET

AUSSIE SEAL M 3/16" BEAD

AUSSIE SKIN ROLLED

INTO FACTORY SEAM

AND DOUBLE SIDED TAPE



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Standard Overlap Spacing

AVM System 550G

0550G-6015

Notes:

1. Aussie Skin 550G is a Heavy, Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membrane with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shot-Crete.

2. All surfaces must be clean and sound before installing the lap joints. (Remove excess sand before applying double sided tape)

FILE NAME: 0550G-6015
Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

4" OVERLAP

4" OVERLAP

NON-FACTORY LAP SEE AVM

DETAIL #AVM-0550G-6002

STAGGER ROLL ENDS MIN. 12"

T-LAP. SEE AVM

LAPPING DETAILS

FACTORY LAP. SEE AVM

DETAIL #AVM-0550G-6000

4"
4"

NON-FACTORY LAP WITH

DETAIL STRIP - SEE AVM

LAPPING DETAILS

AUSSIE SKIN 550G

UNDER SLAB



 

DETAIL #:

FILE NAME: 0550G_0560G-6020

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/7/2021

INDUSTRIES INC

AVM System 550G/560G

AVM-550G_560G-6020

AUSSIE SWELL WATERSTOP

MIN 3" COVERAGE

REINFORCED CONCRETE SLAB

AUSSIE SKIN 550G/560G

GRANULAR SIDE

FACING INSTALLER

FACTORY LAP. SEE AVM

LAP DETAILS FOR SYSTEM

REQUIREMENTS

COMPACTED EARTH

OR MUD SLAB

Under Slab Assembly

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



AUSSIE SKIN 550G/560G
CORNER PIECE

CUT, FOLD & WET-SET
INTO AUSSIE SEAL M (2" X 90 MILS)
OR AUSSIE SKIN DOUBLE SIDED TAPE

AUSSIE SEAL M 2" X 1/4"
THICK BEAD CENTERED
OVER CORNER

AUSSIE SKIN SANDED
TAPE WET-SET OVER
AUSSIE SEAL M
IN CORNER

AUSSIE SKIN SANDED
TAPE CENTERED OVER LAP AND
WET-SET INTO AUSSIE SEAL M

STEP 1

STEP 2

RETAINED EARTH

WOOD LAGGING

COMPACTED EARTH
OR MUD SLAB

(SEE FULL INSTALLATION STEPS BELOW)

AUSSIE SEAL M 2" x 90
MIL BEAD OVER LAP

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G_560G

0550G_0560G-6210

2/9/2021

Inside Corner

Aussie Skin 550G/560G

0550G_0560G-6210

Installation Steps:

1. Install Aussie Skin corner sheet and relief cut at corner as show
2. Place a 2" wide tooled bead of Aussie Seal M under 45° cut and wet-set Aussie Skin lap
3. Place a 2" x 1/4" thick tooled bead of Aussie Seal M centered at corner
4. Wet-set a piece of Aussie Skin Sanded Tape over 2" sealant in corner (relief cut sanded tape as needed to fit in corner)
5. Place a 2" x 90 mil tooled bead of Aussie Seal M over lap
6. Wet-set a piece of Aussie Skin Sanded Tape centered over the lap & Aussie Seal M and roll into place
7. Follow standard factory and/or non-factory lapping details for installation of Aussie Skin horizontal and vertical field sheets



Outside Corner Detail - at Bottom of

Wall

AVM-550G_560G-6260

DETAIL #:

AVM System 550G_560G

FILE NAME: 0550G_0560G-6260

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/7/2021

MIN.4"

MIN.8"

MIN.8"

PIECE #2

PIECE #1

STEP 2

STEP 1

OUTSIDE

CORNER

DOUBLE

SIDED TAPE

INSTALL AUSSIE SKIN PIECE

#1 OVER DOUBLE SIDED

TAPE

INSTALL AUSSIE SKIN

PIECE #2 OVER DOUBLE

SIDED TAPE

AUSSIE SEAL M

MIN 2" IN EACH

DIRECTION TO

SEAL CORNER

DOUBLE

SIDED TAPE

PIECE #1

PIECE #1

PIECE #2

MIN.4"

MIN.4"

INDUSTRIES INC

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



AUSSIE SKIN TAIL

EXISTING AUSSIE SKIN ON
WALL

AUSSIE SKIN DOUBLE SIDED TAPE

AUSSIE SEAL M  1/4" X 2"
TOOLED BEAD OVER CORNER

AUSSIE SKIN FIELD SHEET INSTALLED
OVER DOUBLE SIDED TAPE

12" MIN

ELEVATOR PIT / FOUNDATION WALLSTEP 1

STEP 2

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

AVM System 550G_560G

0550G_0560G-6265

2/9/2021

Outside Corner Detail at Top of Wall

(Elevator Pit)

Aussie Skin 550G/560G

0550G_0560G-6265

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Transition to Aussie Mate 580-AL

AVM System 550G/560G

0550G_0560G-7000

FILE NAME: 0550G_0560G-7000
Protected by Copyright - AVM Industries, Inc. Revision Date 1/7/2021

AUSSIE MATE 580-AL INSTALLED

OVER AVM ADHESIVE 501

AVM DRAIN BOARD 6000

4"

4"

8" STRIP OF AUSSIE MATE 580-AL

CENTERED ON CORNER

AUSSIE SEAL M (1" X 90 MILS)

AVM DRAIN BOARD 6000

WOOD LAGGING

AUSSIE SKIN 550G/560G

CONCRETE DECK

CONCRETE WALL

AUSSIE SWELL

WATERSTOP

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



PLAN VIEW

 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Aussie Skin Lagging Wall to Aussie Mate

Free Standing Wall Transition

AVM System 550G/560G

0550G_0560G-7010

FILE NAME: 0550G_0560G-7010
Protected by Copyright - AVM Industries, Inc. Revision Date 1/7/2021

4"

LAGGING WALL

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G

AUSSIE SEAL M

AUSSIE SEAL M

4" X 90 MILS

FASTEN AUSSIE SKIN AS NEEDED

TO ENSURE FULL CONTACT WITH

AUSSIE SEAL AND CONCRETE

AVM ADHESIVE 501

AUSSIE MATE 580-AL

CAST IN PLACE WALL

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



Aussie Skin Installation over Aussie

Membrane 500/502/520.

AVM-550G_560G-7020

DETAIL #:

AVM System 550G/560G

FILE NAME: 0550G_0560G-0014

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

CONCRETE SLAB

AUSSIE SKIN DOUBLE SIDED

TAPE, MIN. 4" WIDE

SEALANT (AUSSIE SEAL)

TERMINATION BAR

ANCHOR

AUSSIE SKIN 550G/560G

CONCRETE WALL

ENLARGED DETAIL

CONCRETE SLAB

CONCRETE WALL

AUSSIE MEMBRANE 500/502/520

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/7/2021

4
"

2
"

INDUSTRIES INC

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion
between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



AUSSIE SKIN 550

AUSSIE SEAL M
3" X 90 MILS

TERMINATION BAR COVERED
WITH A TOOLED BEAD OF
AUSSIE SEAL M

AUSSIE MATE 580-AL INSTALLED
OVER AVM ADHESIVE 501

CONCRETE
WALL

CONCRETE SLAB PER
PROJECT DESIGN

3"

AUSSIE SWELL WATERSTOP
MIN 3" COVERAGE

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G

0550G_0560G-7022

1/7/2021

Aussie Skin Transition to

Aussie Mate 580-AL Option 1

Aussie Skin 550G/560G

0550G_560G-7022

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



AUSSIE SKIN 550G/560G

AUSSIE SEAL M
4" X 90 MILS

TERMINATION BAR COVERED
WITH A TOOLED BEAD OF
AUSSIE SEAL M

AUSSIE MATE 580-AL INSTALLED
OVER ADHESIVE 501

ELEVATOR PIT
WALL

STRUCTURAL SLAB PER
PROJECT DESIGN

4"

12" MIN AUSSIE SWELL
WATERSTOP
MIN 3' COVERAGE

AUSSIE SKIN
DOUBLE SIDED TAPE

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G

0550G_560G-7024

1/7/2021

Aussie Skin Transition to

Aussie Mate 580-AL Option 2

Aussie Skin 550G/560G 

0550G_560G-7024

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Grade Termination - Option 1

AVM System 550G/0560G

0550G_0560G-7500

FILE NAME: 0550G_0560G-7500
Protected by Copyright - AVM Industries, Inc. Revision Date 1/7/2021

REGLET

METAL COUNTER FLASHING

PER PROJECT DESIGN

FINISHED GRADE

AUSSIE SKIN 550G/560G FULLY

ADHERED TO WALL

AVM DRAIN BOARD 6000

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent
adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

Grade Termination - Option 2

AVM System 550G/560G

0550G_0560G-7505

FILE NAME: 0550G_0560G-7505
Protected by Copyright - AVM Industries, Inc. Revision Date 1/7/2021

6" MIN

INTERIOR WALL

ASSEMBLY

EXTERIOR FINISH

METAL FLASHING

TOOLED BEAD OF AUSSIE SEAL M

FINISHED

GRADE

AVM POST APPLIED WATERPROOFING SYSTEM

(AVM SYSTEM 500/502/520/AUSSIE MATE)

AVM DRAIN BOARD 6000

OR PROTECTION BOARD

AUSSIE SKIN 550G/560G

CONCRETE WALL

CONCRETE DECK

AUSSIE SWELL

WATERSTOP

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



STEP 1 STEP 2

STEP 3

AUSSIE SKIN 550G/560G
GRANULAR LAYER
FACING INSTALLER

DAMAGED AREA - SEE NOTES

SUBSTRATE
HORIZONTAL OR VERTICAL

INSTALL AUSSIE SKIN DOUBLE
SIDED TAPE AROUND
DAMAGED AREA AND ROLL
INTO PLACE

4"

4"

PREP AREA WITH A WIRE
BRUSH TO REMOVE ANY
LOOSE GRANULES

CUT AND INSTALL AUSSIE SKIN
PATCH OVER DOUBLE SIDED
TAPE AND ROLL INTO PLACE

INSTALL AUSSIE SKIN SANDED
TAPE OVER SEAM (OPTIONAL)

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

System:

0550G_0560G-8002

Aussie Skin 550G/560G

11/12/2020

Repair Procedure for Large Areas

of Damage - Sanded Side

Aussie Skin 550G/560G

0550G_0560G-8002

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.

2. This repair procedure is intended for large areas of damage (cutout areas, misplaced penetrations, etc.).  Please refer to AVM Detail
0550G/0560G-8004 for repair procedures for small cuts and punctures.



CUTS & SLICES - STEP 1

AUSSIE SKIN
550G/560G

CUT OR SLICE IN
AUSSIE SKIN

SUBSTRATE
HORIZONTAL OR VERTICAL

PREP AREA WITH A WIRE
BRUSH TO REMOVE ANY
LOOSE GRANULES

4"

4"

INSTALL AUSSIE SKIN
DOUBLE SIDED TAPE 
AROUND DAMAGED AREA 
EXTENDING 4" PAST CUT

CUT AND INSTALL A PIECE
OF AUSSIE SKIN OVER
DOUBLE SIDED TAPE AND
FIRMLY ROLL INTO PLACE

GRANULAR SIDE
FACING INSTALLER

CUTS & SLICES - STEP 2

PUNCTURES - NON-WATER TABLE PUNCTURES - WATER TABLE OR UNDER-SLAB

AUSSIE SKIN 550G/560G
GRANULAR SIDE
FACING INSTALLER

AUSSIE SKIN SANDED
TAPE 4" X 4"

NAIL HOLE OR
PUNCTURE

AUSSIE SKIN 550G/560G
GRANULAR SIDE
FACING INSTALLER

AUSSIE SKIN DOUBLE
SIDED TAPE 4" X 4"

AUSSIE SKIN
PATCH 4"X 4"

NAIL HOLE OR
PUNCTURE

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:

Protected by Copyright - AVM Industries, Inc. Revision Date

System:

0550G/0560G - 8004

Aussie Skin 550G/560G

11/12/2020

Repair Procedure for

Cuts, Slices, and Small Punctures

Aussie Skin 550G/560G

0550G/0560G - 8004

Notes:

1. Aussie Skin 550G and 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating excellent adhesion between
the membrane and wet Concrete or Shotcrete.  Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

AVM System 550G/560G - 590
0550G_0560G-1200AC

Notes:
1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and

backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.
2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating

excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.

Typical Lagging Wall

Aussie Clay Dual System

FILE NAME: 0550G_0560G-1200AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

EARTH

WOOD LAGGING

SEE AVM DETAILS FOR
TIE-BACK COVER OPTIONS

12" MIN

AUSSIE SKIN
550G/560G

SEE SYSTEM DETAILS FOR
LAP REQUIREMENTS

AUSSIE SKIN 550G/560G - FIRST
SHEET HORIZONTALLY ORIENTATEDAUSSIE CLAY 590

4"

4"

COMPACTED EARTH OR MUD SLAB



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

Blind Side Waterproofing over Lagging

Aussie Clay Dual System - Hydrostatic

AVM System 550G/560G - 590
0550G_0560G -1212AC

Notes:

FILE NAME: 0550G_0560G-1520AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

4"

12"

RETAINED EARTH

WOOD LAGGING

AUSSIE CLAY 590

AUSSIE SKIN LAP - SEE SYSTEM DETAILS
FOR LAP REQUIREMENTS

AUSSIE SKIN 550G/560G

AUSSIE SWELL WATERSTOP
MIN 3" COVERAGE

SHOTCRETE WALL

COMPACTED EARTH OR MUD SLAB

FILL GAPS > 1" WITH
SOLID MATERIAL

AUSSIE SKIN 550G/560G CORNER
TRANSITION SHEET
HORIZONTALLY ORIENTATED

AUSSIE SKIN LAP - SEE SYSTEM DETAILS
FOR LAP REQUIREMENTS

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.





 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

Lagging Wall with Rock Pocket

AVM System 550G/560G - 590
0550G/0560G-1220AC

Notes:

FILE NAME: 0550G_0560G-1220AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

Aussie Clay Dual System

12"

WOOD LAGGING

AVM DRAIN BOARD 6000

AUSSIE SKIN 550G/560G
CORNER TRANSITION
SHEET HORIZONTALLY
ORIENTATED

ROCK POCKET

CONNECTION MUST BE
OUTSIDE WATERPROOFING

GRAVEL LAYER

SOLID DRAIN PIPE CONNECTED
TO DISCHARGE SYSTEM

AUSSIE SEAL M 2" X 2"
WITH 3/4" CANT AT BASE
OF PIPE

AUSSIE SEAL M 2" X 2" WITH
3/4" CANT AT BASE OF PIPE

AUSSIE SWELL WATERSTOP

AUSSIE SKIN LAP - SEE SYSTEM DETAILS
FOR LAP REQUIREMENTS

AUSSIE SKIN LAP - SEE SYSTEM DETAILS
FOR LAP REQUIREMENTS

SHOTCRETE WALL

AUSSIE CLAY 590

2"

2"

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

Lagging Wall with Rock Pocket
AVM System 550G/560G - 590

0550G_0560G-1221AC

Notes:

FILE NAME: 0550G_0560G-1221AC Protected by Copyright - AVM Industries, Inc. Revision Date 6/16/2020

Aussie Clay Dual System

12"

WOOD LAGGING

AVM DRAIN BOARD 6000

ROCK POCKET

CONNECTION MUST BE
OUTSIDE WATERPROOFING

GRAVEL LAYER

SOLID DRAIN PIPE CONNECTED
TO DISCHARGE SYSTEM

AUSSIE CLAY SEALANT
3/4" CANT

AUSSIE SEAL M 2" X 2" WITH
3/4" CANT AT BASE OF PIPE

AUSSIE SWELL WATERSTOP

AUSSIE SKIN LAP - SEE SYSTEM DETAILS
FOR LAP REQUIREMENTS

SHOTCRETE WALL

AUSSIE CLAY 590

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.

AUSSIE SKIN 550G/560G



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

AVM System 550G/560G - 590
0550G_0560G-1226AC

Notes:

Raised Slab

Aussie Clay Dual System - Non-Hydrostatic

FILE NAME: 0550G_0560G-1226AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE CLAY 590

AVM BOTTOM DRAIN

SOLID DRAIN PIPE CONNECTED
TO DISCHARGE SYSTEM

CONCRETE SLAB ON GRADE

2"

2"
2"

2"

AUSSIE SEAL M
AROUND PIPE

AUSSIE SWELL
WATERSTOP

AUSSIE SEAL M
AROUND PIPE

12"

AUSSIE SKIN 550G/560G

SOLVENT WELD PVC
CONNECTION

CONNECTION MUST BE
OUTSIDE WATERPROOFING

GRAVEL LAYER

AUSSIE SWELL
WATERSTOP

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



4" MIN

 

DETAIL #:

FILE NAME: 0550G_0560G-1530AC

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/21/2020

INDUSTRIES INC

Metal Tie-Back Cover

Aussie Clay Dual System

Aussie Skin 550G/560G - 590
AVM-550G_0560G-1530AC

Notes:

AVM DRAIN BOARD 6000 OR
INSULATION BOARD (SEE NOTES)

AUSSIE SKIN 550G/560G

AUSSIE SKIN DOUBLE SIDED TAPE

AUSSIE SEAL M
MIN 3/4" FILLET

AUSSIE SKIN DOUBLE SIDED TAPE
AS NEEDED TO SECURE AUSSIE
SKIN TO TIE-BACK COVER

AUSSIE MEMBRANE 500/502
MIN 60 MILS DRY

CUSTOM SHEET METAL TIE-BACK
COVER MIN 22 GAUGE

WOOD LAGGING

TIE-BACK HEAD

AUSSIE SKIN 550G/560G

AUSSIE CLAY 590

FILL METAL BOX  AUSSIE
CLAY SEALANT

AUSSIE CLAY SEALANT 1/4"
UNDER FLANGE

Only Use if AVM's Standard Tie-Back Cover Cannot be Used

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.





DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

FILE NAME: Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G - 590
0550G_0560G - 1532AC

1/15/2021

4 Inch Tie-Back Cover

Aussie Clay Dual System

0550G_0560G-1532AC

AVM 4" TIE-BACK COVER

WOOD LAGGING

CONCRETE WALL

AUSSIE SKIN DOUBLE SIDED TAPE

FASTENER

AUSSIE SKIN 550G/560G

AVM DRAIN BOARD 6000

FASTENER

AUSSIE SEAL 1" ONTO AUSSIE SKIN
AND UP TO DOME

43
4"

41
2"

4"

RAISED EDGE FOR DOUBLE
SIDED TAPE LINE

1"

43
4"

AUSSIE CLAY 590

Notes:
1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and

backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.
2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating

excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



WOOD LAGGING

AUSSIE CLAY 590FASTENER

AUSSIE SKIN 550G/560G

AUSSIE SEAL M 3/4" CANT

AVM TIE-BACK COVER

CONCRETE WALL

AUSSIE SKIN 550G/560G

GROOVE FOR AUSSIE
INJECTION TUBE (OPTIONAL)

11
"

6"

AUSSIE SKIN DOUBLE
SIDED TAPE (4" WIDE STRIP)

AVM DRAIN BOARD 6000

DETAIL #:

AVM Industries, Inc.

8245 Remmet Ave, Canoga Park, CA 91304

Quality Waterproofing Products

888.414.1041  818.888.0050

www.avmindustries.com

INDUSTRIES INC

FILE NAME:
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Aussie Skin 550G/560G - 590

0550G_0560G-1533AC

1/15/2021

6 Inch Tie Back Cover

Aussie Clay Dual System

0550G_0560G-1533AC

Notes:

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.
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INDUSTRIES INC

FILE NAME: Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G - 590
0550G_0560G-1534AC

1/15/2021

8 Inch Tie-Back Cover

Aussie Clay Dual System

0550G_0560G-1534AC

Notes:
1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and

backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.
2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating

excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

Raker Beam Detail

Aussie Clay Dual System

Aussie Skin 550G/560G - 590

0550G_0560G-1536AC

Notes:

FILE NAME: 0550G_0560G-1536AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

4"

WOOD LAGGING

AUSSIE SKIN 550G/560G

AUSSIE SKIN DOUBLE
SIDED TAPE

RAKER BEARING
PLATE

2" CANT OF AUSSIE SEAL M
AROUND RAKER PENETRATION

RAKER BEAM 100%
WELDED ONTO PLATE

SHORING PILE

RAKER BEARING
PLATE

AUSSIE SKIN
DOUBLE

SIDED TAPE

AUSSIE SEAL M (2") CANT

PIPE RAKER

AUSSIE SKIN 550G/560G
(INSTALL TIGHT TO RAKER)

CONCRETE WALL

*AUSSIE CLAY 590 NOT SHOWN FOR CLARITY

AUSSIE CLAY 590

AUSSIE SWELL WATERSTOP

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.
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INDUSTRIES INC

Back Lagged Soldier Pile

Aussie Clay Dual System

AVM System 550G/560G - 590
0550G_0560G-1540AC

Notes:

FILE NAME: 0550G_0560G-1540AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

AUSSIE CLAY 590

AUSSIE SKIN 550G/0560G

AUSSIE SEAL M 2" X 2" FILLET

SOLDIER PILE

AUSSIE SWELL WATERSTOP

WOOD LAGGING

RETAINED EARTH

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

CONCRETE WALL

AUSSIE SKIN DOUBLE SIDED TAPE

4"

AUSSIE SEAL M 2" X 2" FILLET
(CONTINUE AROUND BASE OF PILE
AT UNDER SLAB AUSSIE SKIN
IF APPLICABLE)

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.
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DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date

INDUSTRIES INC

Lagging Board Removal at Grade

Aussie Clay Dual System

AVM System 550G/560G - 590
0550G_0560G-1544AC

Notes:

SECTION OF I-BEAM AND
LAGGING TO BE REMOVED

ECAVATION DEPTH

STEEL I-BEAM

WOOD LAGGING

CEMENT BOARD

AUSSIE SKIN 550G/0560G

CONCRETE WALL

FILE NAME:0550G_0560G-1544AC 1/21/2020

POST APPLIED WATERPROOFING
PER PROJECT DESIGN

STEP 1

STEP 2

AUSSIE CLAY 590

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



2"

2"

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

FILE NAME: Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G - Clay 590
0550G_0560G - 4000 AC

1/14/2021

Single Slab Penetration

Aussie Clay Dual System

0550G_0560G - 4000 AC

Notes:
1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and

backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.
2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating

excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

AUSSIE SEAL M 2" X 2"
AROUND PIPE WITH A 3/4"
FILLET AT BASE

AUSSIE SWELL RED WATER STOP
(MIN. 3" CONCRETE COVERAGE
REQUIRED ON ALL SIDES)

PIPE



2"

2"

6" MIN

6" MIN

2"

AUSSIE SWELL RED
WATER STOP MIN. 3"
CONCRETE COVERAGE
REQUIRED ON ALL SIDES

6" MIN. CLEARANCE
REQUIRED BETWEEN
PIPES - SEE NOTES

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC

FILE NAME: Protected by Copyright - AVM Industries, Inc. Revision Date

Aussie Skin 550G/560G - 590
0550G_0560G - 4002 AC

1/14/2021

Multiple Pipe Penetrations

Aussie Clay Dual System

0550G_0560G - 4002 AC

AUSSIE SEAL M AROUND
PIPE 2" X 2" WITH A 3/4"
FILLET AT BASE

WOOD LAGGING

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

Notes:
1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and

backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.
2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating

excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



Sleeved Pipe Penetration

Aussie Clay Dual System

0550G_0560G-4005AC
DETAIL #:

AVM System 550G/560G - 590

NOTES:

FILE NAME: 0550G_0560G-4005AC

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/21/2020

INDUSTRIES INC

2"

2"

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

AUSSIE SEAL M 2" X 2"
AROUND PIPE WITH A 3/4"
FILLET AT BASE

AUSSIE SWELL RED WATER STOP
(MIN. 3" CONCRETE COVERAGE
REQUIRED ON ALL SIDES)

MECHANICAL SEAL BY OTHERS
(WATER TIGHT INTEGRITY OF
SLEEVE BY OTHERS)

PIPE

FILL WITH
NON-SHRINKGROUT

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



Cored Penetration Sealant on HDPE Side

Aussie Clay Dual System

0550G_560G-4010AC
DETAIL #:

AVM System 550G/560G - 590

NOTES:

FILE NAME: 0550G_0560G-4010AC

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

Protected by Copyright - AVM Industries, Inc.  Revision Date 1/21/2020

INDUSTRIES INC

2"

2"

SOIL RETENTION SYSTEM

AVM DRAIN BOARD 6000

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

AUSSIE SEAL M 2" X 2"
AROUND PIPE WITH A 3/4"
FILLET AT BASE

PIPE

FILL WITH
NON-SHRINK GROUT

REMOVE AUSSIE CLAY AND
APPLY SEALANT
DIRECTLY TO AUSSIE SKIN

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.
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INDUSTRIES INC

Rebar Tie
Aussie Clay Dual SystemAVM System 550G/560G/590

0550G_0560G-4100AC

Notes:
1. Aussie Skin is a Heavy, Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membrane with added technologies creating excellent adhesion

between the membrane and wet Concrete or Shot-Crete.
2. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and

backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.
3. Fasten Aussie Clay with pneumatic staples or 1” washer-head fasteners placed maximum 24” on center
4. Install Aussie Clay and Aussie Clay PL with gray geotextile facing installer.

FILE NAME: 0550G-4100AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

REBAR TIE

WOOD LAGGING

RETAINED EARTH

AUSSIE CLAY 590

AUSSIE SKIN 550G/560G

CONCRETE WALL

AUSSIE SEAL M 1" X 1"

SOLDIER PILE



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
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INDUSTRIES INC

Grade Termination - Option 1

Aussie Clay Dual System

AVM System 550G/560G - 590
0550G_0560G-7502AC

Notes:

FILE NAME: 0550G_0560G-7502AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

TOOLED BEAD OF
AUSSIE SEAL M

TERMINATION BAR
FASTENED 12" OC

FINISHED GRADE

AUSSIE CLAY 590

SHOTCRETE WALL

AUSSIE SKIN 550G/560G

WOOD LAGGING

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.



 

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products
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INDUSTRIES INC

Grade Termination - Option 2

Aussie Clay Dual System

AVM System 550G/560G - 590
0550G_0560G-7505AC

Notes:

FILE NAME: 0550G_0560G-7505AC Protected by Copyright - AVM Industries, Inc. Revision Date 1/21/2020

ARCHITECTURAL FINISH

AIR BARRIER PER
PROJECT DESIGN

METAL FLASHING

TOOLED BEAD OF
AUSSIE SEAL M

TERMINATION BAR
FASTENED 12" OC

FINISHED GRADE

AUSSIE CLAY 590

SHOTCRETE WALL

AUSSIE SKIN 550G/560G

WOOD LAGGING

1. Aussie Clay & Aussie Clay PL are bentonite sheet membranes for waterproofing below-grade vertical and horizontal surfaces, including blindside and
backfilled applications.  Aussie Clay can be used with shotcrete or cast in place concrete in hydrostatic or non-hydrostatic conditions.

2. Aussie Skin 550G & 560G are Heavy Duty, Easy to Install, Puncture Resistant Sheet Waterproofing Membranes with added technologies creating
excellent adhesion between membrane & wet concrete or shotcrete. Aussie Skin 560G is an approved methane/VOC barrier.
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