
4"

AVM EPOXY PRIMER
(SEE NOTES)

AVM DRAIN BOARD 6000 OR
PROTECTION BOARD

AUSSIE MEMBRANE 520 DETAIL
COAT AT 45 MILS WITH MAT 800
OR MAT 570 REINFORCEMENT

AUSSIE MEMBRANE 520 AT 120 MILS
WITH MAT 800 OR MAT 570
REINFORCEMENT FABRIC - OPTIONAL

AUSSIE SWELL
WATERSTOP

4"

WOOD LAGGING

AUSSIE SKIN 550G / 560G

AVM EPOXY PRIMER 401
REQUIRED WHEN 520 IS
INSTALLED OVER AUSSIE SKIN

DETAIL #:

AVM Industries, Inc.
8245 Remmet Ave, Canoga Park, CA 91304 Quality Waterproofing Products

888.414.1041  818.888.0050
www.avmindustries.com

INDUSTRIES INC
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System:
0520-8000

Aussie Membrane 520

12/10/2020

Transition to Aussie Skin

0520-8000

AUSSIE MEMBRANE 520
120 Mil System

Notes:
1. Aussie Membrane 520 is a Polyurethane liquid (Roller or Brush Applied) for Below-Grade, Between-Slab, Planters, Roof-Gardens and similar type Waterproofing.
2. Epoxy primer may be required if proper adhesion is not achieved - see installation instructions for further information
3. Contact AVM if no drain board or protection board is specified
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